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The SoilExp software: an open-source Graphical User Interface (GUI) for post-processing spatial and temporal soil surveys
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Introduction

Identifying hidden geologic structures and studying gas and hydrothermal fluid circulation within the ground is of first interest in many disciplines as agriculture [START_REF] Kucera | Soil respiration studies in tallgrass prairie in Missouri[END_REF], mineral resources [START_REF] Hinkle | Gases and trace elements in soils at the North Silver Bell deposit, Pima County, Arizona[END_REF][START_REF] Lovell | Soil air carbon dioxide and oxygen measurements as a guide to concealed mineralization in semi-arid and arid regions[END_REF], geothermy [START_REF] Chiodini | CO2 degassing and energy release at Solfatara volcano, Campi Flegrei, Italy[END_REF][START_REF] Chiodini | Carbon dioxide diffuse degassing and estimation of heat release from volcanic and hydrothermal systems[END_REF], geological storage [START_REF] Sandig | Comparative study of geophysical and soil-gas investigations at the Hartoušov (Czech Republic) natural CO2 degassing site[END_REF] and natural hazards [START_REF] Allard | Eruptive and diffuse emissions of CO2 from Mount Etna[END_REF][START_REF] Finizola | Fluid circulation at Stromboli volcano (Aeolian Islands, Italy) from self-potential and CO2 surveys[END_REF]Hernandez et al., 2001;[START_REF] Irwin | Tectonic relations of carbon dioxide discharges and earthquakes[END_REF]. Coupling geochemical and geophysical records has demonstrated a real complementarity to characterize soil heterogeneities and related fluid circulations [START_REF] Aubert | Resistivity and magnetic surveys in groundwater prospecting in volcanic areas-case history maar of Beaunit, Puy de Dome, France[END_REF][START_REF] Boudoire | Small-scale spatial variability of soil CO2 flux: Implication for monitoring strategy[END_REF][START_REF] Elskens | A new method for volcanic gas analyses in the field[END_REF]Finizola et al., 2003;[START_REF] Gaudin | Influence of rainfalls on heat and steam fluxes of fumarolic zones: Six months records along the Ty fault (Soufrière of Guadeloupe, Lesser Antilles)[END_REF][START_REF] Giammanco | Soil CO2 degassing along tectonic structures of Mount Etna (Sicily) : the Pernicana fault[END_REF]. In particular, diffusive CO2 degassing (CO2), self-potential (SP) and temperature (T) measurements are among the most common methods used by the scientific and industrial community to perform both spatial surveys or temporal records for monitoring purposes [START_REF] Boudoire | Small-scale spatial variability of soil CO2 flux: Implication for monitoring strategy[END_REF][START_REF] Byrdina | Self potential signals preceding variations of fumarole activity at Merapi volcano, Central Java[END_REF]Finizola et al., 2003;[START_REF] Gresse | Changes in CO2 diffuse degassing induced by the passing of seismic waves[END_REF][START_REF] Pearson | Rapid response of a hydrologic system to volcanic activity: Masaya volcano, Nicaragua[END_REF]. These measurements often require (i) the use of self-alone instruments and (ii) a preliminary data treatment to be used reliably. For instance, (i) measurements of diffusive CO2 degassing (CO2) may require the use of a stainless steel probe (active method) or an accumulation chamber (passive method) connected to infrared spectrometers, self-potential may require the use of non-polarizable Cu/CuSO4 electrodes coupled with a high impedance voltmeter and temperature (T) measurements may be performed with K-type thermal probes and a digital thermometer or with a pyrometer [START_REF] Finizola | Adventive hydrothermal circulation on Stromboli volcano (Aeolian Islands, Italy) revealed by geophysical and geochemical approaches: implications for general fluid flow models on volcanoes[END_REF]. Additionally (ii), spatial surveys often need a quick first idea of results during the daily performed acquisitions in order to identify the main areas of interests and eventually adapt or correct the ongoing fieldwork strategy [START_REF] Chatterjee | An adaptive sampling strategy developed for studies of diffuse volcanic soil gas emissions[END_REF]. Meanwhile, temporal series are often subjected to an environmental influence that needs to be corrected before an accurate use of the signals as regression, moving average or cut-band filter for the most common ones (Boudoire et al., 2017a;[START_REF] Liuzzo | Ten years of soil CO2 continuous monitoring on Mt. Etna : Exploring the relationship between processes of soil degassing and volcanic activity[END_REF]Padron et al., 2008;[START_REF] Viveiros | Environmental influences on soil CO2 degassing at Furnas and Fogo volcanoes (São Miguel Island, Azores archipelago)[END_REF]. Many industrial software packages or homemade codes are able to deal efficiently with this kind of data but often required to be used additionally to cover the whole range of expected common data treatment tools (with various file formatting). It is often time consuming and limit a fast and efficient evaluation of the datasets.

Here we present a new user-friendly Python-based GUI (Graphical User Interface) software: Soil Exploration (SoilExp). SoilExp is able to analyze both spatial and temporal datasets obtained on the field and respecting some file formatting rules.

The final aim of SoilExp is to provide to the geologic-environmental researchers community both innovative and classical tools for a first data processing: (i) data correction (linear regression, moving average, cut-band filter), (ii) data analysis (statistical analysis, populations identification), (iii) data comparison (correlations, cross-correlations) and, (iv) graphical representation (distribution plots, comparative plots, spectra, spectrograms, maps). To illustrate the potentiality of SoilExp to sustain field surveys and to address scientific issues, both soil CO2 flux and self-potential measurements were performed at Stromboli (Italy). Results are presented in a final section and discussed with respect to those obtained from previous field surveys.

Overview on the SoilExp software

The SoilExp 1.0 software distribution is written in Python 2.7 (Fig. 1). The Graphical User Interface (GUI) is based on the Tkinter library. It requires the following libraries: Pandas, Numpy, SciPy, Matplotlib, Scikit-Learn, PySerial is required. Thus, as processed during SoilExp 1.0 development, we recommend to the user to install the Anaconda distribution on their machines in order to benefit of the Spyder open source cross-platform integrated development environment (IDE) with scientific libraries. Full details are provided in the user guide. Information related to the installation of the software distribution (SoilExp 1.0), to its step-by-step use and to potential script modifications are reported in the associated user manual. Indeed, in this study, we focus on the main functionalities provided by the SoilExp 1.0 distribution. These main functionalities are exposed through three independent scripts described in the following parts (Fig. 2). The first script is dedicated to save/reset field data from the MEGA (Multisensors Electrical and Gas Analyzer) instrument and calibrate its sensors using an USB-Serial connection (so-called "Serial" option in the following parts) (Fig. 3a). The second script is dedicated to the analysis of spatial surveys (so-called "Space" option in the following parts) (Fig. 3b). The third script is dedicated to time series processing (so-called "Time" option in the following parts) (Fig. 3c).

The "Serial" option is dedicated for applications based on the use of the MEGA instrument that has been entirely conceived and designed at the INGV of Palermo by two of the current authors (Liuzzo & Cappuzzo). The MEGA instrument is not the focus of this paper and will be better presented to the community in future specific contributions. The other two options are composed of four panels (Fig. 3): (i) the first one (e.g. '1. File Treatment') is used to treat raw data files and create intermediate formatted files; (ii) the second one (e.g. '2. Data Processing') is used to select a parameter of interest from an intermediate formatted file, modify its corresponding series (correction, filtering, average) and, display resulted plots (for the "Time" option);

(iii) the third one (e.g. '3. Data Analysis') is dedicated to show the results of the data analysis as correlations, cross-correlations, statistics, populations identification and plots (for the "Space" option); (iv) the last one (e.g. '4. Save') is used to save final processed datasets and related information (as populations) in .csv files.

Main functionalities

Initialization

The initialization step (first panel of the "Time" and "Space" options) aims at converting raw data files to intermediate files that may be manipulated in the other panels (Fig. 3b,c). Raw data files are ".csv" files downloaded from the MEGA instrument or created by the user in a compatible format to be correctly processed (see the user manual).

In the "Space" and "Time" options (Fig. 3b,c) the user can choose either the instrumental calibration by default or new calibration parameters to recalculate data series. Data reduction then performed in order to identify internal errors (typographical errors) or unreliable measurements, i.e. out of the range of values defined for the battery voltage, the pump flux and the horizontal dilution of precision (HDOP) of the global positioning system (GPS). These limit values used to define outliers are set by default but may be changed by the user directly in the GUI. Rows containing bad values are either linearly interpolated with the "Time" option in order to correctly apply further time series analysis (in this case interpolated rows are kept in memory in order to be removed in final .csv files) or left as empty rows with the "Space" option. Additionally, as soil CO2 measurements may be acquired with the accumulation chamber method in the "Space" option, an additional filter is applied on the r-squared value of computed soil CO2 flux. In this case, values of soil CO2 flux out of the r-squared range will be considered as outliers values and thus set at 0 gm -2 d -1 (no flux). In the case where soil CO2 flux has to be calculated from the dynamic concentration method, the software integrates the possibility in both options to convert the CO2 %molar contents in flux [START_REF] Camarda | In situ permeability measurements based on a radial gas advection model : Relationships between soil permeability and diffuse CO2 degassing in volcanic areas[END_REF][START_REF] Gurrieri | Gas transport in natural porous mediums : a method for measuring CO2 flows from the ground in volcanic and geothermal areas[END_REF][START_REF] Liuzzo | New evidence of CO2 soil degassing anomalies on Piton de la Fournaise volcano and the link with volcano tectonic structures[END_REF]. The conversion is made by the use of the equation of [START_REF] Camarda | In situ permeability measurements based on a radial gas advection model : Relationships between soil permeability and diffuse CO2 degassing in volcanic areas[END_REF] that takes into account the soil permeability value defined by the user.

Once the raw data file is cleaned, the last step will generate intermediate files that are of first interests to keep processing the data thanks to the other panels of the GUI. The definition of the time-lag period (in seconds) is here fundamental. We define the time-lag as the period in seconds separating two independent series of measurements (i.e. the period during which the used instrument will be in stand-by).

With the "Time" option, a new intermediate file will be created each time that two consecutive rows are separated by a duration greater than the time-lag. With the "Space" option, an unique intermediate file will be created with the median values of each independent series (the median value being here considered as representative of the acquisition to avoid the effect of potential spikes on the average). The time-lag must not be confused with the sampling rate that is necessary shorter and defines the period (in seconds) between two measurements within the same series. The sampling rate is used to correctly adapt the scale and the legend of plots (spectra, spectrogram) by converting a range of measurements (number of records) into a time range (number of seconds).

The "Space" option: dealing with spatial surveys

The "Space" option aims to propose innovative and classical tools to deal with spatial surveys, i.e. with datasets where each point of measurements is defined by distinct geographical coordinates (Fig. 3b).

Correlations and preliminary data correction

The "Space" option allows coefficients of linear correlations to be identified (slope, offset, r-squared) between the parameter of interest (e.g. CO2) and other records (e.g. temperature, pressure, wind speed) obtained by the user (Fig. 3b). In particular, these coefficients are often useful during soil surveys, where records can be affected by external parameters. For instance, soil CO2 flux may be slightly dependent on pressure [START_REF] Barde-Cabusson | New geological insights and structural control on fluid circulation in La Fossa cone (Vulcano, Aeolian Islands, Italy)[END_REF][START_REF] Liuzzo | Ten years of soil CO2 continuous monitoring on Mt. Etna : Exploring the relationship between processes of soil degassing and volcanic activity[END_REF][START_REF] Viveiros | Environmental influences on soil CO2 degassing at Furnas and Fogo volcanoes (São Miguel Island, Azores archipelago)[END_REF]. The equation used for the linear regression is the following:
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where SignalClr (x,y) is the value of the parameter of interest at the geographical position (x,y) after the correction by linear regression, SignalRaw (x,y) is the value before the correction, a is the slope of the linear correlation, ParamRaw (x,y) is the parameter used to performed the regression at the geographical position (x,y) and, ParamAvg is the average of this parameter for the whole dataset in order to correct the offset linked to the correction. After the correction, coefficients of linear correlations are reprocessed and automatically updated in order to verify the efficiency of the correction and identify potential needs of further steps of correction.

Statistical analysis

In order to better constrain the data distribution of the parameter of interest, the "Space" option allows the user to display also a probability histogram together with the best fit line of the potential normal distribution (see Supplementary Material). The normality of the data series is tested via the Anderson-Darling normality test (SciPy library; [START_REF] Anderson | Asymptotic theory of certain "goodness-of-fit" criteria based on stochastic processes[END_REF][START_REF] Stephens | EDF Statistics for Goodness of Fit and Some Comparisons[END_REF][START_REF] Stephens | Asymptotic Results for Goodness-of-Fit Statistics with Unknown Parameters[END_REF]). In our case, i.e. making the assumption that both mean and variance are initially unknown, the Anderson-Darling normality test rejects the hypothesis of normality with a 95% significance level if A 2 (the squared of the test statistic A) exceeds 0.752 for data series owning more than 8 samples [START_REF] D'agostino | Tests for the Normal Distribution[END_REF].

Together with the Anderson-Darling normality test, the "Space" option gives the opportunity to calculate some classical statistical values: mean, standard deviation, median, minimum, maximum, kurtosis, skewness (Fig. 3b). Here we focus on the last two indicators less common for non-regular users of statistical tools. The kurtosis is a measure of the tailedness of the probability distribution of a random variable, i.e. describing the shape of the probability distribution [START_REF] Zwillinger | CRC Standard Probability and Statistics Tables and Formulae[END_REF].

Using the Fisher's definition, normally distributed data should provide a result of 0.

Skewness is the measure of the asymmetry of the probability distribution of a random variable with respect to its mean. The skewness, which could be either positive or negative, should be about 0 for normally distributed data [START_REF] Zwillinger | CRC Standard Probability and Statistics Tables and Formulae[END_REF].

If the indicators described above (skewness, kurtosis, Anderson-Darling normality test) do not argue in favor of a normal distribution, it may be due to the presence of more than one population in the data series. Indeed, during spatial survey, one subject of major interest is often to discriminate the different populations that contribute to the data series. This is crucial in order to recognize the existence of distinct sources as, for example, biogenic or magmatic ones for soil CO2 flux in volcanic context (Boudoire et al., 2017b;[START_REF] Liuzzo | New evidence of CO2 soil degassing anomalies on Piton de la Fournaise volcano and the link with volcano tectonic structures[END_REF][START_REF] Viveiros | Environmental influences on soil CO2 degassing at Furnas and Fogo volcanoes (São Miguel Island, Azores archipelago)[END_REF]. In order to address this specific issue, we have developed a new algorithm in SoilExp able to combine the two statistical methods more used in environmental scientific research, which can distinguish various populations from log-normally distributed data (Fig. 4a,b). The first is the graphical method based on probability plots known as Sinclair method [START_REF] Chiodini | Soil CO2 flux measurements in volcanic and geothermal areas[END_REF][START_REF] Giammanco | Statistical analysis reveals spatial and temporal anomalies of soil CO2 efflux on Mount Etna volcano (Italy)[END_REF][START_REF] Sinclair | Selection of threshold values in geochemical data using probability graphs[END_REF]; the second is the maximumlikelihood numerical method based on the use of Gaussian Mixture Model (GMM) implementing an expectation-maximization (EM) algorithm [START_REF] Benaglia | mixtools : An R package for analyzing finite mixture models[END_REF][START_REF] Boudoire | Small-scale spatial variability of soil CO2 flux: Implication for monitoring strategy[END_REF][START_REF] Elio | A multi-statistical approach for estimating the total output of CO2 from diffusive soil degassing by the accumulation chamber method[END_REF]. The Sinclair method provides an user-friendly view of the populations and mixed values, however, it has two main shortcomings. One is related to the low accuracy for datasets counting less than 100 values [START_REF] Sinclair | Selection of threshold values in geochemical data using probability graphs[END_REF].

The second limitation is related to the difficulty to precisely estimate the confidence intervals. These problems are solved using the maximum-likelihood (ML) method that fits finite mixtures of normal distributions: we have implemented a Scikit-Learn-based algorithm that simulates such fitting with 1 to 10 populations with 1000 iterations for each simulation. The best simulation is then selected based on the value of the Bayesian Information Criterion (BIC) developed for model selection among finite set of simulations [START_REF] Ghosh | An Introduction to Bayesian Analysis: Theory and Methods[END_REF] and displayed on the GUI (Fig. 3b) . Finally, for each value of the data serie, the algorithm predicts the probability that the value belongs to one of the defined populations. In our case, we have considered that if one value shows a probability to be defined by a single population greater than 95% thus it will be considered as part of this population. If not, this value is considered as an intermediate value (or mixed value) between the two neighboring populations. A the end, the algorithm allows the user to automatically see the result of this ML-based partitioning of the values on probability plots (Fig. 4a,b). Furthermore, the users can simulate different partitioning by modifying the number of inferred populations directly on the GUI (Fig. 3b), if the first step of differentiation is not satisfying.

Mapping

After having performed data correction and statistical analysis, it is possible to obtain a first idea of the two-dimensions (2D) distribution of the data (Fig. 4c,d). Our aim is not to develop complex interpolating algorithms for which many software are already 

The "Time" option: processing time series

The "Time" option aims to propose classical tools to deal with time series, i.e. with datasets where the measurements have specific frequency (here defined as the sampling rate) (Fig. 3c).

Correlations and cross-correlations

"Time" option allows to identify coefficients of linear correlations (slope, offset, rsquared) between the parameter of interest and other records, where the control panel (Fig. 3c) is similar to the one in "Space" option. Sometimes some signals may have a time delay between them, which can be attributed either to an instrumental lag or to an effect caused by a natural phenomenon. To take into account these effects, we have implemented a SciPy-based algorithm to calculate the cross-correlations between each parameters. The algorithm couples complex-valued functions with conjugates and Fast Fourier Transform (FFT) to numerically determine both lags and r-squared values between time series. Best results are shown in the table of the "Time" option GUI (Fig. 3c).

Signal processing

The "Time" option gives the possibility to the user to apply three of the most common signal processing tools used in the geo-scientific community: (i) linear regression, (ii) moving average and, (iii) cut band filter.

The linear regression method is the same than in the "Space" option and only require to select the parameter used for the regression and to compute the corresponding coefficients. This method is used to remove short-term environmental influence on geochemical and geophysical signals (Boudoire et al., 2017a;[START_REF] Liuzzo | Ten years of soil CO2 continuous monitoring on Mt. Etna : Exploring the relationship between processes of soil degassing and volcanic activity[END_REF].

The moving average method is a type of finite impulse response filter used to smooth out short-term signal variations. This method performs an average on a defined subset of the data series, then shifts forward to repeat the calculations, excluding the first value of the previous subset and including the next one. Using the convolution operator of the Numpy library, we have implemented a simple moving average method, i.e. giving the same weight to each value aj:
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where i is the position of the value ai in the data series on which the moving average is applied, n the length of the data series and k the size of the subset. To deal with border effects (i.e. when the number of available values to perform the moving average is lower than the size of the defined subset), we have adapted the convolution to the number of available values:
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To enhance the reliability of the calculations linked to correlations and crosscorrelations, the moving average method is applied to all data series when computed.

Finally, to treat long-term signal variations, we have used the Fast Fourier Transform (FFT) package of the SciPy library to develop a cut (or block) band filter.

This filter removes from the signal spectra (cf. 'fft') the frequencies belonging to an interval defined by the user before making the inverse operation to rebuild the signal (cf. 'ifft').

Graphical representation

When pressing the plot-related buttons of the "Time" option, the user automatically applies the correction and filtering methods that has been defined previously (Fig. 2).

Consequently, the user may decide to perform several combination between the signals which is intended to compare:

(i) Compare the raw signal with the new corrected and filtered signal, and eventually reinitialize the signal to apply a distinct protocol (Fig. 5a). Based on the same statistical algorithm used with the "Space" option to characterize populations, we have implemented an option allowing the user to directly show on the plot the values belonging to the "highest" population (often considered as representative of anomalous values with respect to the background; Boudoire et al., 2017a;[START_REF] Liuzzo | Ten years of soil CO2 continuous monitoring on Mt. Etna : Exploring the relationship between processes of soil degassing and volcanic activity[END_REF][START_REF] Liuzzo | New evidence of CO2 soil degassing anomalies on Piton de la Fournaise volcano and the link with volcano tectonic structures[END_REF];

(ii) Compare the treated signal with another signal of interest (Fig. 5b). This plot may be particularly useful to investigate well correlated or crosscorrelated signals;

(iii) See the FFT spectrum on which are displayed the three greatest frequencies (Fig. 5c). Thanks to the labels indicating the corresponding number of measurements, the user may define the frequency interval on which applying the cut-band filter;

(iv) See the corresponding spectrogram that is a different visual representation of the FFT spectrum, extensively used in geophysical signal processing (Fig. 5d). It is particularly useful to detect periodic components and signal perturbations that may affect all frequencies. Here we use the 'specgram' function of the Matplotlib library with a linear detrend and a magnitude mode of 256 NFFT of default (Nonequispaced Fast Fourier Transform: the number of points in each processed block) and a 128 noverlap (the number of points of overlap between processed blocks). The user is free to modify these parameters directly in the Python 2.7 script (see user manual).

The signal analysis depends on the sampling rate, therefore we cannot use an unique legend for spectrum and spectrogram axes. Consequently, we have adapted the algorithms to show both the results of the raw signal analysis (in term of number of measurements) and their meaning using more classical units. For the last one, we have coupled the number of measurements and the sampling rate to have a real temporal scale (i) in seconds (between parenthesis) on the spectrum and (ii) in hertz on the spectrogram.

Saving and exporting results

The SoilExp software gives the opportunity to save every graphical object with Additionally both "Space" and "Time" GUI options have dedicated buttons to save .csv files. In the "Space" option, the final .csv file is similar to the intermediate file but takes into account the results of the linear regressions that could be applied to correct the dataset. Additionally, it is possible to save a .csv file recording the data repartition between the defined populations and mixing groups. Both files aim to be eventually further processed through software dedicated to complementary and more specific tools as e.g. data interpolation, kriging, sequential Gaussian simulation (SGS).

In the "Time" option, the final .csv file is also similar to the intermediate file but (i) has one supplemental column for the corrected and filtered data series and (ii) shows empty rows for missing values, which have been interpolated for the needs of signal processing. Such final file may be then processed through other complementary software for measurements of volcanic gas in plume or other environmental applications in atmospheric measurements (Fig. 1e,f).

SoilExp application: an example at Stromboli (Italy)

In volcanic environment, two of the main goals of soil surveys are (i) the identification of volcano-tectonic structures [START_REF] Giammanco | Soil CO2 degassing along tectonic structures of Mount Etna (Sicily) : the Pernicana fault[END_REF][START_REF] Finizola | Fluid circulation at Stromboli volcano (Aeolian Islands, Italy) from self-potential and CO2 surveys[END_REF][START_REF] Finizola | Adventive hydrothermal circulation on Stromboli volcano (Aeolian Islands, Italy) revealed by geophysical and geochemical approaches: implications for general fluid flow models on volcanoes[END_REF] and

(ii) the characterization of hydrothermal fluid circulation [START_REF] Revil | Hydrogeology of Stromboli volcano, Aeolian Islands (Italy) from the interpretation of resistivity tomograms, self-potential, soil temperature and soil CO2 concentration measurements[END_REF];[START_REF] Boudoire | Small-scale spatial variability of soil CO2 flux: Implication for monitoring strategy[END_REF]. Once, because these low permeable structures may favor the ascent of magmatic fluids leading to fissural eruptions (Boudoire et al., 2017b). Moreover, such structural interfaces may raise important issues concerning soil stability and thus landslide outbreak [START_REF] Neri | The role of the Pernicana Fault System in the spreading of Mt. Etna (Italy) during the 2002-2003 eruption[END_REF]. To test the ability of SoilExp to deal with such goals, we have performed a spatial soil survey at Stromboli (Sicily, Italy) by the mean of the MEGA instrumental kit (Fig. 1). Three transects were performed with a 20 mspacing for a total of 45 measurements of soil CO2 flux and self-potential (dataset available with our distribution as "intermediate" test file). Here, we focused on the first transect (14 measurements), the one on the northern flank of the volcano which is the closest to populated areas (Fig. 1c).

Data analysis performed with the "Space" option of SoilExp reveals (i) the absence of correlation between soil CO2 'dynamic' concentration ('CO2_10') and the environmental parameter (pressure 'P_atm ', temperature 'T_atm', humidity 'Rh') during the transect and (ii) an important correlation (R 2 = 0.79) between soil CO2

'dynamic' concentration ('CO2_10') and self-potential measurements ('SP').

Consequently, no correction from the environmental influence was applied [START_REF] Viveiros | Environmental influences on soil CO2 degassing at Furnas and Fogo volcanoes (São Miguel Island, Azores archipelago)[END_REF] and we focus on both soil CO2 flux and self-potential measurements in the following parts. The analysis performed by SoilExp shows that soil CO2 'dynamic' concentration ('CO2_10') varies from 0.07 to 0.95 %. Self-potential ('SP') varies from -155 to +77 mV. The Anderson-Darling normally test gives A 2 equal to 14.3 and 3.3 for 'CO2_10' and 'SP', respectively. These values are well above 0.752, and testify that both datasets do not present a normal distribution (at 95% of significance level). It means that these datasets are better explained by the presence of two or more populations. Actually, the new statistical algorithm developed in SoilExp highlights the presence of two populations of values for both parameters (Fig. 4a,b). Soil CO2

'dynamic' concentration shows the presence of two populations: one with high values (>0.20 % for 7.1% of the dataset; Fig. 4a) and the other with low values (<0.20 % for 92.9% of the dataset). We applied the equation of [START_REF] Camarda | In situ permeability measurements based on a radial gas advection model : Relationships between soil permeability and diffuse CO2 degassing in volcanic areas[END_REF] to convert soil CO2 'dynamic' concentration in soil CO2 flux for a range of soil permeability between 15 and 50, i.e. the most common values for volcanic soils [START_REF] Camarda | In situ permeability measurements based on a radial gas advection model : Relationships between soil permeability and diffuse CO2 degassing in volcanic areas[END_REF]. The calculated upper limit of the population of low soil CO2 flux does not exceed 42 gm -2 d - 1 . This value is in accordance with the definition of a "background" population characterized by low soil CO2 flux and generally ascribed to the biological soil activity [START_REF] Liuzzo | New evidence of CO2 soil degassing anomalies on Piton de la Fournaise volcano and the link with volcano tectonic structures[END_REF]Boudoire et al., 2017b). Conversely, the population of higher soil CO2 flux (up to 233 gm -2 d -1 ) is consistent with a magmatic-hydrothermal origin of the released fluids [START_REF] Giammanco | Soil CO2 degassing along tectonic structures of Mount Etna (Sicily) : the Pernicana fault[END_REF][START_REF] Liuzzo | New evidence of CO2 soil degassing anomalies on Piton de la Fournaise volcano and the link with volcano tectonic structures[END_REF]. Self-potential shows also the presence of one population of high values (from -9 up to +77 mV for 14.3% of the dataset; Fig. 4b) whereas most of the dataset is defined by a population of more negative values (from -169 up to -100 mV for 85.7% of the dataset).

Interestingly, the map-building of the soil CO2 'dynamic' concentration (Fig. 4c) and self-potential (Fig. 4d), based on this population analysis, shows that the population of high soil CO2 'dynamic' concentration spatially correlates with the high self-potential measurements. This positive correlation between the two parameters is consistent with an upward migration of hydrothermal fluids in a restricted part of the transect (<40 m-wide) as documented for other volcanic systems [START_REF] Barde-Cabusson | New geological insights and structural control on fluid circulation in La Fossa cone (Vulcano, Aeolian Islands, Italy)[END_REF][START_REF] Bennati | Fluid circulation in a complex volcano-tectonic setting, inferred from self-potential and soil CO2 flux surveys: the Santa María-Cerro Quemado-Zunil volcanoes and Xela caldera[END_REF]. Actually, this restricted part of the transect is cut by the Nel Cannestrà eruptive fissure that is known representing a low permeability structure, in relation with N41° inferred regional faults, [START_REF] Finizola | Fluid circulation at Stromboli volcano (Aeolian Islands, Italy) from self-potential and CO2 surveys[END_REF][START_REF] Finizola | Adventive hydrothermal circulation on Stromboli volcano (Aeolian Islands, Italy) revealed by geophysical and geochemical approaches: implications for general fluid flow models on volcanoes[END_REF][START_REF] Carapezza | Active degassing structures of Stromboli and variations in diffuse CO2 output related to the volcanic activity[END_REF]. The identification and characterization of such structure that favors the ascent of magmatic fluids raise important civil protection issues (Boudoire et al., 2017b). Current monitoring is performed in this area by the Istituto Nationale di Geofisica e Vulcanologia (INGV) [START_REF] Carapezza | Active degassing structures of Stromboli and variations in diffuse CO2 output related to the volcanic activity[END_REF].

Conclusion

In this work we presented an open-source Graphical User Interface (GUI) software, SoilExp, which is written in Python language and is able to provide statistical and spectrum analysis as well as several options on filtering and correcting analysis on 

  built. Here we propose a simple graphical representation of the data through two distinct maps. The first one uses a simple color gradient to show the 2D evolution of the values.The second one is more innovative (presented on Fig.4for SP and CO2 data obtained at Stromboli), meaning that the map-builder takes into consideration the results of the population analysis described above, generating and displaying a repartition of the values between the different populations (and related mixing values). If an will be automatically downloaded and georeferenced from the Google Maps Platform. If not, the background will remain neutral. However, the upper left box (Fig.4c, d) highlights the coordinates of the corners to facilitate the extraction of an adequate background map from other sources.
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Computer code availability

The SoilExp software including full scripts, user manual and example files may be freely downloaded from https://github.com/FreeMindsObservatory/SoilExp (main developer: Dr. Guillaume Boudoire; corresponding author). Please contact the corresponding author for any support regarding the SoilExp software.